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This technical brochure has been prepared in accordance with the current state of our knowledge. 
We reserve the right to make modifications without prior notice. Without a written agreement to the 
contrary, our studies, descriptions, notices, advice or other technical documents concerning the 
functionality, behaviour or performance of goods are supplied as an indication only according to 
the common use of the goods under normal conditions of application, use and climate (moderate 
European regions), or those indicated to us by customers in writing. Save for the existence of fraud or 
gross negligence on our part, these studies, recommendations and other technical documents do not 
engage our liability. It is the customer’s responsibility to check that they are suitable for the intended 
use.
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RADIUS
• Check the suitability of the moulding..

Min. Radius

Z1 FLEX  140 cm

Z10 FLEX  20 cm

Z13 FLEX  70 cm

Z15 FLEX  155 cm

Z16 FLEX  165 cm

Z18 FLEX  200 cm

Z19 FLEX  250 cm

Z30 FLEX  70 cm

Z31 FLEX  70 cm

Z32 FLEX  70 cm

Z1240 FLEX             155 cm

Z1220 FLEX  165 cm

FL1 FLEX   20 cm

FL2 FLEX   20 cm

ARSTYL® FLEX • WALLSTYL® FLEX

Min. Radius

Z1 FLEX  110 cm

Z10 FLEX  30 cm

Z13 FLEX  90 cm

Z30 FLEX  90 cm

Z31 FLEX  90 cm

Z32 FLEX  90 cm

FL1 FLEX  110 cm

FL2 FLEX  140 cm

• Mounting with ADEFIX® PLUS (see GLUE CONSUMPTION).
• Finish the adhesive joint with ADEFIX® adhesive.
• In the case of walls curved towards the inside of a room (convex), 

bevel the rear face of the moulding towards the edge with the 
cutter (deepen the score at the back of the moulding). This gives 
a better fit.

• As far as possible, make the join to the standard ARSTYL®/ 
WALLSTYL® moulding (e.g. Z19 Flex to Z19) in a corner of the 
room.

• During the installation, secure the mouldings using nails or screws 
until the assembly glue (ADEFIX® PLUS) has dried (about 24 
hours).

• Follow chapter CORNICES for next steps 

The radii refer to wall use, for example 
for a passage, a door, bull’s-eye, etc.

The radii refer to ceiling, 
wall and floor use.

Keep the ARSTYL®FLEX/WALLSTYL®FLEX mouldings 
warm until use (place them on a radiator or warm them 
with a hair dryer).
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